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Project Number: 22005 Project Name: Palm Beach to Tugun (PB2T) S T WHYTE
TTM Planning & Desging Risk Register PREPARED BY Kody O'Hea REVISION DATE 13/05/22 REVISION A
Road Category: Category 2 Site Risk Rating: Medium TTM Design / TGS Ref: SL-P2-1A00 RevP - Currumbin Creek Rd, Currumbin Waters Location: Currumbin Creek Road and Currumbin Creek Footpath
Scope of Risk Register: CPTED Risk Assessment for Temporary Footpath Detour from Currumbin Creek Road
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TTM and Pedestrian detour to be designed by RPEQ certified TMD, with appropriate signage and controls to
N . N ) . o ) . . . . . allow for safe movement of pedestrians across Currumbin Creek and Station Street and within the detour’s . . " .
1 |Traffic Impacts Pedestrian Detour | High Traffic Volumes on Local Road Pedestrian traveling into line of vehicle Personel Injury L2 -Likely C2 - Major High alignment S L4 - Unlikely [C4 - Minor  [Low Compliant 13.05.22 (Dylan Ebneter) Aashish Hangekar / Dylan Ebneter
Controls for crossing Currumbin Creek Road to include either a Pedestrian Zebra Crossing or Signalised Crossing.
Speed limit and TTM design to TTM and Pedestrian detour to be designed by RPEQ certified TMD, with
2 |Traffic Impacts Pedestrian Detour [High Traffic Volumes on Local Road Vehicle traveling into line of Pedestrian Personel Injury L2 -Likely C2 - Major High appropriate signage and controls to allow for safe movement of vehicles along Currumbin Creek and Station N L4 - Unlikely |C4 - Minor |Low Compliant 13.05.22 (Dylan Ebneter) Aashish Hangekar / Dylan Ebneter
Street.
Pedestrians Walking into site or Cars Safety Hazard to all Workers and C3- Fencing to be secured for closing off the Footpath alignment side to site. Ensure all signage and fencing is closed C3- .
3 |Vulnerable Road User Access Unapproved access of the Public into Site AP R & v ) L3 - Possible Moderate 8 R g. P L © 5 BNag 8 | L4 - Unlikely Moderate  |Compliant 13.05.22 (Dylan Ebneter) Aashish Hangekar / Dylan Ebneter
driving into site the Public Moderate and opened as required. For vehicular access this is all through the site compounds. Moderate
Way finding signage to be installed at start, end, and midway points of detour to ensure the public can be
notified of the approved detour route.
Uncontrolled movement of pedestrians Pedestrians Walking down local roads, Safety Hazard to the Public a Footpath closed and directional signage to be installed as per approved TTM, including repeater signs to provide
4 |Vulnerable Road User Access L P pedestrian walking on uneven surfaces, ¥ ) L3 - Possible Moderate confidence are reduce confusion in the pedestrians on the detour's alignment. | L4 - Unlikely |C4 - Minor |Low Compliant 13.05.22 (Dylan Ebneter) Aashish Hangekar / Dylan Ebneter
with in detour L N Personel Injury Moderate N . B L )
walking into site Delineation where required to highlight the pedestrian footpath route.
Footpath surface has been constructed from asphalt, concrete or a well finish gravel pavement.
Footpath in good condition free of steps and potholes
Reduce likelihood of crime by i ing appropriate CPTED guidelines.
All corners have end-to-end visibility, with appropriate lighting to satisfy.
Currumbin Creek Bridge has appropriate lighting to ensure end-to-end visibility.
Lighting to cover visibility for the length of the detour.
Security Camera to be installed through Itech Security, Camera located at Currumbin Creek bridge. Camera
equipped with a motion detector to notify security centre, to notify either site security, site supervision or
emergency services.
Site Security surveillance across the project on Weekends (Friday night, Saturday Night and Sunday Morning)
completing inspections of footpath and showing a presence. SWC supervision to compete regular inspection
through the weekly day and night the detour is implemented.
. Natural surveillance to be provide as much as possible from the alignment to Station Street with close proximity
Assualt, Sexual Offences, Robbery, Safety Hazard to the Public . . . . N . . " . " .
5 [Vulnerable Road User CPTED / Security |Criminal Activities Unlawful Ent K Perso‘{'\el Iniur L3 - Possible |C2 - Major High to residents, close alignment to the RSL, and close alignment to Currumbin Creek Road. EC |L4-Unlikely [C4-Minor [Low Compliant 13.05.22 (Dylan Ebneter) Aashish Hangekar / Dylan Ebneter
i jury Natural access across Currumbin Creek Road and Station Street to be located at the well-lit intersections of
Currumbin Creek Road and the Pedestrian Signals in front of the RSL.
Ensure good definition of space and ownership by ensure all access points are fenced to ensure security to the
footpath users. This includes the entire alignment from station street to the Currumbin Creek Pedestrian Bridge
to prevent any access from a hidden location.
Fencing to be secured for closing off the Footpath alignment side to site.
Ensure good definition of space and ownership through delineation and signage along with asphalt, concrete or
a well finish gravel pavement to highlight the safest travelling path.
temporary fence to be used to offer a transparent barrier to maintain view lines and maintain sound travel.
Alignment is free from any noise barrier to ensure sound travel is maintained.
Notify local Police Station on the detour.
Community and CPTED / Securit Safety Hazard to the Public C3- .
6 Y / v/ Notification to the Public Confusion to the Public v . L3 - Possible Moderate Stakeholder and public notification provided. A L4 - Unlikely [C4 - Minor  [Low Compliant 13.05.22 (Dylan Ebneter) Aashish Hangekar / Dylan Ebneter
Stakeholder Access Personel Injury Moderate
Daily vulnerabl. d footpath condition i ti d checks.
L N . . Safety Hazard to the Public ) . n al yvvu nerable r.oav user fm path condition Inspections and checks. . . N Aashish Hangekar / Dylan Ebneter / Bart Corga /
7 |Vulnerable Road User Monitoring Continous Compliance Footpath Condition and Safety Controls N L3 - Possible |C2 - Major High Continuous security inspection cehcks. A L4 - Unlikely [C4 - Minor |Low Compliant 13.05.22 (Dylan Ebneter) "
Personel Injury N L . Nathan Reibel
Continuous lighting and fence checks at night.
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Review No. |Date
Likelihood Consequences Consequence Descriptions Likelihood TReview No.|Date
C5 Insignificant - no injury environmental harm Almost certain - is expected to occur in most cir
Mild (05)
- 9= Minor - First aid, onsite release immediately contained Likely - wil probably occur in most cf
Extreme Extreme High Moderate Possible - might occur at some time.
Extreme High High Moderate Moderate Unlikely - could occur at some time.
" - Moderate - Medical treatment injury (MTI), onsite release contained with outside assistance
High High Moderate Moderate Low |Rare - may occur only in exceptional ciroumstances
High Moderate Moderate Low Low Major - Extensive injuries, offsite release with no detrimental effects
Moderate Moderate Low Low Low Catastrophic - Death, toxic release offsite
Opportunity Description
E: EXTREME RISK - Immediate action required. Job shall not proceed. Project Manager intervention & resolution required to reduce risk to acceptable risk and ALARP igni (01) - Significant i in HSES across the
H: HIGH RISK - Immediate action required. Job shall be managed via procedures, SWMSs and close supervision Major (02) - Major i in HSES across the
M: MODERATE RISK - Programmed action required. Follow Procedures, SWMS's as required Moderate (03) - Moderate in HSES inthe
ine procedures. Task Hazard Review. Minor (04) - Minor i in HSES across the
| Mitd (05) - Mild improvement in HSES performance across the project/business
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